
KEY FEATURES

2835 1W LED OEM High Efficiency 15°-35°
8-15cm double side

5-12cm Single side

ALU PCB IP 65 Non Constant current

2835  High Efficiency Edge Led Module

2835 1W LED OEM 

12V DC – 1.0W

10.000K-6.500K

1 LED/Module

15°-35°

Constant Voltage

ALUMINIUM PCB

IP 65

3 Years– Valid only correct installation and conditions

24x46x11mm

145lm/watt (1W)

-20° , +50° C

0.35mm² - 6cm Cable between 2 modules

8-15cm double side-5-12cm Single side

Product Description

LED Type and Brand

Voltage-Current-Power

LED Quantity

View Angle

LED Driving

PCB Type

IP Degree

Product Dimensions ( W x L x H )

Luminous Intensity

Operating Temperature

Cable Specifications

Max Module qty. in series

2835  12V 1LED High Efficiency Edge LED Module

Luminous/Watt

1450lm(1.0W)  

Years  Warranty

Warranty

Colour  -Kelvin

3



Packing

100 pcs / Bag

%30 %70

6cm

%50 %50
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The diameter of the main cable must 

be chosen based on the maximum 

current of the power supply and the 

distance between the power supply 

and the LEDs.

When positioning the LEDs, a 

cross-array arrangement helps 

minimize dark spots on the illuminated

surface.
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